MATERIAL SAFETY DATA SHEET

TECSOL POWERGASKET

IDENTIFFCATION OF PRODUCT & COMPANY

PRODUCT NAME: Tecsol Powergasket ACETOXY SEALANT
INTENDED USE - No relevant information.
SUPPLIER - 8L Solutions 23 Rectory Lane, Worlingham, Suffolk. NR34 7RF. Tel: 01582 713814

EMERGENCY TEL: 07836 612017
CHEMICAL FAMILYAUSE: SILICONE RUBBER COMPOUND
FORMUILA: MIXTURE

— ==

[2. COMPOSITION / INFORMATION ON INGREDIENTS

PRODUCT COMPOSITION / APFROX. MAC EU

CAS REG NO. WGT % PPM CLASSIFICATION
. HAZARDOUS
METHYLTRIACETOXYSILANE

4253-34-3 1-5

Exposure limits in vanious countries have to be taken inlo account

3. HAZARDS IDENTIFICATION

Potential Health Effects:

General: Silicone sealant i= not clasified 2s an imitant. During cure scetic acid is evolved and this can give rse
to eye and respiratory umitation when in close proximity of the prodoct for long dumtions. We
recommend good air movement around the work area

Ingestion: Imitation of the mouth, twoat, and stomach.
akoan

Inbalation z May cause nuld resperatory mmitabion.

(Eye Coutact: Uncured peoduct contact iritates eyes.

4. FIRST AID MEASURES

Ingestion: Ths & of low systematic toxicty. Rinse mouth with water several imes. Il swallowed, observe victim for 24 hours; seck medical attention i
mdicated. Give milk or water to drink, do NOT induce vomiting,

Skin: Imitant. To clean from skin, remove campletely with a dry cloth or paper towel, before washing with detergent and water. Get medical attention if
Inkalstion: Move person (o fresh air. Inhalation above OEL will cause amitstion of nasal passages/membranss. The main vapour & evolved acetic acxd during
cune.

Eyex In case of contact, mmnediately flush eyes with plenty of water for at least 15 mnutes and get medical aftention if irritation persists.

Release of propellant | principle hazard is a cald bum, apply above advice.

5. FIRE FIGHTING MEASURES

Extinguishing Media All standard fire fighting media
Special Fire Fighting Procedures: The propellant & non {lammable. The silicone will only bum n the event of a senous fire. The main
Mhmwwﬂm

6. ACCIDENTAL RELEASE MEASTIRES

Action to be taken if Material Is Released or Spilled:

Wipe, scrape or soak up m an mert matenal and put n & container for disposal,
Wash wallang surfaces with detergent and water to reduce slipping bazand.

Wear proper protective equipment as specified m the protective equipment section.

7. HANDLING AND STORAGE =)

Precastions to be taken in Handling and Storage

Avoid contact with skin and eyes.

Product relemses acetio ncid durmg spplication and curing,
Uncured product contact uritales cyes.

Uncured product may imitate skin

Use m well ventidated ares to prevent imitation by vapours.

8. EXPOSURE CONTROLS/PERSONAL PROTECTION

Engincering Controls Exhaust ventilation. Eyewash stations
Respiratory Protection: Ensure adequate ventilation.
Protective Gloves Cloth gloves

Other Protective Equipment  None known
Yentilation Use only m well ventilated mrea.

TDS 285 MSDS I83

9 PHYSICAL AND CHEMICAL PROFPERTIES

Flammusbility : Not classified Jammable under CHIP Regs 1995
Boilng Pout - NA (C) NA (F)

Vapour Pressure (20 C) (MM HG) 2 UNK

Vapour Dersty (AIR=1) 3 UNK

Freezing Point : NA (C) NA (F)

Melting Pomt : NA (C) NA (F)

Phrysical State : SOLID

Odoar - VINEGAR

Colour : TRANSLUCENT / BLACK OR WHITE

Odoar Treshold (FPM) : 1.0

% Volatile by Volume : UNK

Evapomtion Rate (Butyl Acetate =1) - <1

Specific Grvity (Water =1) : ~1.04

Dernaity (KG/M3) : ~1040 approx.

Acul/Alkalmity (MEQVG) : Acetic Acwd

PH ; NA

Solubility n Water (20 C) : INSOLUBLE

Flash Poirt : UNE (C) UNK (F) Expected >30°C
Method : OC

lgnation Temperature - 1INK (C) UNK (F)
Explosion Limits In Air - Lower (%) : -

E:qﬂuinnl.':ni:hhit_-‘llppu_{ﬂ} : - 1

10: STARILITY AND REACTIVITY

Hazardous Thevmal Decompeosition/Combustion Products.

Incompatability (materials to avoid) Contact with water

Conditions to Aveld: Avoid leaving spent containers near sources ol heat.  Storage +5° to 30°C.

Propeliant 134A Under Pressure: This product is contamed within a big, insida the can, as such the propellant 1s not lomst when the product m the bag =
exbmusted

LL: TOXICOLOGICAL INFORMATION

Methyitriscetoxysitane
Acuie Oral LDS0 (MG/KG) - Z060 (RAT)
Acute Dermal LI5S0 (MG/KG) - NONE FOUND
Acuile Inbalation L.C50 (MG/L) : NONE FOUND
Other: NONE 4
12: ECOLOGICAL INFORMATION
Ecotozicological Information: Silicone sealant in contact with stmosphernic moistore will core solid, @ is gonemily not regarded o an
) Eco hazard. _
13- DISPOSAL CONSIDERATIONS
Wasie Code Uncured: 559
‘Wasie Code Cared: S7501
Disposal Method: Dispose in accordance with local regulstions.
| Recyclan oot posibe, dposa by crubiog o removal of o pivg i bese of can _
14: TRANSPORT INFORMATION
UN/NA NUMBER 1950 NONE
IMO IMDG code: Class 9 NONE
ADR (ECE) : Class 2 Bem 10A NONE
RAR (IATA) : NONE
m” m-lhnﬂmu::lh_l_n__

15 REGULATORY INFORMATION :
This product & not subgect to the labelling requirements of EC Directives 67/548/EEC and 88/379EEC as amended. Skacty phrase 541 - In case of fre/and or
explosion, do not breath fisnes.

N

C = cetling lisnit NEGL = negligible

EST = cxtrmated NF = none found

NA = not applicable UNEN = unknown

NE = none established REC = recommended

ND = none determined v = pecomm. by vendor

s = trade secret SEN =skin

R = pecommended MST = mst Date of msue: 10-09-98




